SCOPE OF WORK

1. Remove exisiing welded ongles. Refer to Repair I Detail on sheet 5 of 0.

2. Fill holes with high sfrength bolts., Refer to Repair 2 Table on sheet 5 of 10,

3. Replace Missing guardrall bolts. Refar fo Repalr 3 Table on sheet 5 of 0.

GENERAL NOTES

Afl structural steel shall conform to AASHTO Classification M-270 Gr. 36,
unless otherwise noted.

Fostensrs shofl be high strength bolfs.
unless otherwiss noled.

Gring exisling nicks, gouges and shaliow crecks in the damaged beoms ds
detafled. Grinding shall be done parallel fo the longitudingi axis of the member.
Ground surfoces sholl be inspected for cracks using dve penetrani or magnetic

Betts T3¢, open hotes 5 ¢,

TOTAL BILL OF MATERIAL

4. Grind existing nicks, gouges. ond shaflow cracks on the bridge. Refer te Repair 4 Table on shest 5 of I0. particle testing prior to Initiating any beom sirolghtening operations.  Any crocks ITEM UNIT | QUANTITY
thot connot be removed by grinding cppreximotely Yy deep shall be Identified Hoil Replacement Foh £7
8. Install new batten and stoy plafes. Refer to Repair 5 Detail on sheet 5 of 0. and reported to the Buregu of Bridges ond Structures for further disposition. Strusiurel Steel Repair Pound DEES
Ground surfeces sholl be spet cleaned and painted with an aluminum epoxy Strolohtar Bonl Hembers Each e
6. Repair gussaf piates at designoted locations. Refer to Repair 6 Defalls on sheelts 6 & 7 of I0. mastic primer followed by a finish codt to mofch the color of the existing beom. T Shoring & Criboy Faoh 5
Cost of grinding, testing and spot pointing Inchuded with Structural Steel Repoir. SMPATAY 22910] fioing i
7. Straighten impacted members of designoted locations. Refer to Repalr 7 Detalls on sheet 8 of 10, Plan dimensions and defails relgtive to existing plons are subject o nomingl
gonstruction varlations. The Contractor shall fieid verify existing dimensions and
&, Strengthen floorbeams af designated locations. Refer 1o Repair § Defalls on sheet 9 of 10, details offecting rew construction and make necessary approved adjustments prier
to construction or ordering of materivls. Such vaoriofions shall not be couse For
9. Install Repair Plate. Refer to Repeir 9 Deloits on sheet § of 10, additional compensation for g change In scope of the work, however, the Coniractor
will be poid for the quontily actually furnished of the unit price bid for the work.
10, Repgir gusset plate of destgnated lcoation.  Refer to Repair 10 Detalls on sheer 10 of 0. Cost of removal and re-instaflation of ol members necessary 1o complete the
work os detailed on the plans ond o5 specified in the Speclal Provisions shall
4. Replace bulit-up diagonal member. Refer to Repalr I Details on sheel 10 of 0. be included with Structural Steet Repair.
Existing structurcl steel that wil be In contact with new sfructurol steel shalt
12. Existing steel bolts and members in contact with or immediately odjacent fe be cleaned and painted prior 1¢ erection 05 required by the Speciol Provision
the above noted work areas sholt be surface prepored ond painted. ‘Cleaning and Painting Contact Surface Arecs of Existing Sfeel Structures’.
All strugtural steef shall be shop painted with the inorganic zinc rich primer
13, Al new struetural members ond bolfs shod be pointed. per AASHTO M300, Type I Cest included with Structural Siee! Repalr.
The existing structural stect codling contains lead. The Confractor shail toke
apprapricte precoutions fo deol with the presence of lead on Ihis project.
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